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MIN. 200mm

STUFFING TUBE

~

WASHERS

NEAR SOUNDER

T

RUBBER GASKET
s PACKING NIPPLE REV./SIGN

CERAMIC TRANSDUCER l\

The tranducer face is made of
polyurethane and in general it must
not be painted, due to the risk of
chemical reaction.

One type of antifouling paint

which can be used is:

Antifouling seamate HB 66 from
Jotun, Sandefjord, Norway

STEEL TUBE, MIN. 35mm INSIDE DIAM.

WALL THICKNESS MIN. 6mm (IF GALVANIZED 4.5mm)
SIMRAD RECOMMENDS TUBING THE TRANSDUCER CABLE
BETWEEN THE SOUNDER AND TRANSDUCER TO MINIMIZE

ELECTRICAL INTERFERENCE.

R

_' AIR OQUTLET

5,355555._.__5533555

LOCKING TUBE
TO BE HAMMERED INTO PLACE

SHIPYARD.
SIMRAD DWG. NO. 1

>
53333 ; MOUNTING FRAME

FORWARD

STEEL BLISTER TO BE MADE BY

11-039675

SUPPLIED BY SIMRAD

NOTICE FORW > ENGRAVED
ON TRANSDUCER FACE

|~

MM

Il

INSULATION WASHER —
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FIXING BOLT ——

NB: DO NOT LIFT THE TRANSDUCER BY IT'S CABLE
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